
Περιγραφή Κωδικός Τιμή (€)
2.0" AIR & DIRT SEPARATOR FL1-03-04295-EU 1.728

2.5" AIR & DIRT SEPARATOR FL1-03-04296-EU 1.756

3.0" AIR & DIRT SEPARATOR FL1-03-04297-EU 2.365

4.0" AIR & DIRT SEPARATOR FL1-03-04298-EU 2.461

5.0" AIR & DIRT SEPARATOR FL1-03-04299-EU 4.259

6.0" AIR & DIRT SEPARATOR FL1-03-04300-EU 4.591

8.0" AIR & DIRT SEPARATOR FL1-03-04301-EU 6.969

ADEY’s range of Air & Dirt Separators protect boilers, pumps and fittings used in heating and chilled 
water systems by filtering out micro air bubbles and dirt particles from the system water without 
interrupting system operation.

The Air and Dirt Separators are supplied fully assembled for ease of installation and as a complete 
package that includes the following; powder coated carbon steel vessel, inlet/outlet valves, brass 
draining valve and automatic air vent.

This product has a limited 2 year warranty.

Pressure Equipment Directive 2014/68/EU
Air and Dirt Separators conform to the requirements of Pressure Equipment Directive 2014/68/EU  
and are designed and manufactured according to Sound Engineering Practice (S.E.P.).

WARNING: To prevent scalding safe practice must be observed when venting or draining hot water 
at pressure.

Air and Dirt Separator

Technical specification

Air & Dirt Separator

Product code
FL1-03-
04295

FL1-03-
04296

FL1-03-
04297

FL1-03-
04298

FL1-03-
04299

FL1-03-
04300

FL1-03- 
04301

Material specification

Fittings Carbon Steel PN16 Flanges

Body Carbon steel

Valves Brass

Finish Powder coated RAL5005

Design specification

Maximum working pressure 10Bar

Maximum operating temperature 99˚C

Minimum operating temperature 0˚C

Weight (Kg) 20 21 35 38 63 79 103

Τεχνικές προδιαγραφές



Air and Dirt Separator
Selection & sizing
The selected Air and Dirt Separator should be in line size to enable efficient air and dirt removal, please 
ensure that the correct separator has been selected from the complete range offered:
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SECTION B-B

NOTES:
DESIGNED, MANUFACTURED & CERTIFIED BY EXCO 1.
INDUSTRIES LTD.
DRAWINGS CREATED FROM 3D MODELS SUPPLIED BY EXCO 2.
INDUSTRIES LTD.
PRODUCT MUST CONFORM TO THE REQUIREMENTS OF 3.
PRESSURE EQUIPMENT DIRECTIVE 2014/68/EU AND MUST BE 
DESIGNED AND MANUFACTURED ACCORDING TO SOUND 
ENGINEERING PRACTICE (ARTICLE 4 PARAGRAPH 3 AND 
TABLE 4 OF PED).
CONNECTION FLANGES MUST CONFORM TO EN1092 PN16.4.
FLANGES MUST BE SUPPLIED SUITABLY PROTECTED DURING 5.
TRANSIT.

MATERIALS:6.
SHELL: 

ASTM A234 WPB (SEAMLESS PIPE)
ASTM A36 (STEEL PLATE)
ASME UW-13.2© (WELD PROCEDURE)

AAV: BRASS.
BLEED VALVE: BRASS.
DRAIN VALVE: BRASS.
INTERNAL FILTER: COPPER
VESSEL FINISH: POWDER COATED TO RAL5005 SIGNAL BLUE.7.
COMPLETE VESSEL INCLUDING FITTINGS TO FOLLOWING SPECIFICATION:-8.
MAX WORKING PRESSURE: 10 BAR.
MAX OPERATING TEMPERATURE: 99 C.
MIN OPERATING TEMPERATURE: 0 C.
EXTERNAL OPERATING TEMPERATURE: 3 - 40 C.
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TOLERANCES & DIMENSIONS IN mm UNLESS OTHERWISE STATED

0.XX - ±0.1

0.X - ±0.2

ANGULAR ±0.1°

SHEET
MATERIAL

WEIGHT  grams (est.)

N/A

FINISH A3
NTS

DESCRIPTION

SCALE
SIZE0 - ±0.5N/A AIR & DIRT SEPARATOR DN50 (2") 

PN16
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SECTION B-B

MATERIALS:6.
SHELL: 

ASTM A234 WPB (SEAMLESS PIPE)
ASTM A36 (STEEL PLATE)
ASME UW-13.2© (WELD PROCEDURE)

AAV: BRASS.
BLEED VALVE: BRASS.
DRAIN VALVE: BRASS.
INTERNAL FILTER: COPPER
VESSEL FINISH: POWDER COATED TO RAL5005 SIGNAL BLUE.7.
COMPLETE VESSEL INCLUDING FITTINGS TO FOLLOWING SPECIFICATION:-8.
MAX WORKING PRESSURE: 10 BAR.
MAX OPERATING TEMPERATURE: 99 C.
MIN OPERATING TEMPERATURE: 0 C.
EXTERNAL OPERATING TEMPERATURE: 3 - 40 C.

NOTES:
DESIGNED, MANUFACTURED & CERTIFIED BY EXCO 1.
INDUSTRIES LTD.
DRAWINGS CREATED FROM 3D MODELS SUPPLIED BY EXCO 2.
INDUSTRIES LTD.
PRODUCT MUST CONFORM TO THE REQUIREMENTS OF 3.
PRESSURE EQUIPMENT DIRECTIVE 2014/68/EU AND MUST BE 
DESIGNED AND MANUFACTURED ACCORDING TO SOUND 
ENGINEERING PRACTICE (ARTICLE 4 PARAGRAPH 3 AND 
TABLE 4 OF PED).
CONNECTION FLANGES MUST CONFORM TO EN1092 PN16.4.
FLANGES MUST BE SUPPLIED SUITABLY PROTECTED DURING 5.
TRANSIT.

DRAWNREV

DRG NO.

FL1-03-04296
CHECKEDDATE ECR No.

1 2 3 4 5 6 7 8

A

B

D

E

C

F

A

B

C

D

E

F

REV

DB LRF 02/10/19

D

18/10/19

KAP

LRF KAP

KAPLRF 29/11/19

C ADEY INNOVATION LTD.
GLOUCESTER RD.
CHELTENHAM
GL51 8NR
THIS DRAWING REMAINS THE PROPERTY OF ADEY INNOVATION LTD. AND MUST NOT BE COPIED OR 
PASSED TO A THIRD PARTY WITHOUT PERMISSION TEL: +44 (0) 01242 546 700 Email: info@adey.com

1 of 1
TOLERANCES & DIMENSIONS IN mm UNLESS OTHERWISE STATED

0.XX - ±0.1

0.X - ±0.2

ANGULAR ±0.1°

SHEET
MATERIAL

WEIGHT  grams (est.)

N/A

FINISH A3
NTS

DESCRIPTION

SCALE
SIZE0 - ±0.5N/A AIR & DIRT SEPARATOR DN65 

(2.5") PN16

DN50 2”

DN65 2.5”
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SECTION C-C

MATERIALS:6.
SHELL: 

ASTM A234 WPB (SEAMLESS PIPE)
ASTM A36 (STEEL PLATE)
ASME UW-13.2© (WELD PROCEDURE)

AAV: BRASS.
BLEED VALVE: BRASS.
DRAIN VALVE: BRASS.
INTERNAL FILTER: COPPER
VESSEL FINISH: POWDER COATED TO RAL5005 SIGNAL BLUE.7.
COMPLETE VESSEL INCLUDING FITTINGS TO FOLLOWING SPECIFICATION:-8.
MAX WORKING PRESSURE: 10 BAR.
MAX OPERATING TEMPERATURE: 99 C.
MIN OPERATING TEMPERATURE: 0 C.
EXTERNAL OPERATING TEMPERATURE: 3 - 40 C.

NOTES:
DESIGNED, MANUFACTURED & CERTIFIED BY EXCO 1.
INDUSTRIES LTD.
DRAWINGS CREATED FROM 3D MODELS SUPPLIED BY EXCO 2.
INDUSTRIES LTD.
PRODUCT MUST CONFORM TO THE REQUIREMENTS OF 3.
PRESSURE EQUIPMENT DIRECTIVE 2014/68/EU AND MUST BE 
DESIGNED AND MANUFACTURED ACCORDING TO SOUND 
ENGINEERING PRACTICE (ARTICLE 4 PARAGRAPH 3 AND 
TABLE 4 OF PED).
CONNECTION FLANGES MUST CONFORM TO EN1092 PN16.4.
FLANGES MUST BE SUPPLIED SUITABLY PROTECTED DURING 5.
TRANSIT.
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TOLERANCES & DIMENSIONS IN mm UNLESS OTHERWISE STATED

0.XX - ±0.1

0.X - ±0.2

ANGULAR ±0.1°

SHEET
MATERIAL

WEIGHT  grams (est.)

N/A

FINISH A3
NTS

DESCRIPTION

SCALE
SIZE0 - ±0.5N/A AIR & DIRT SEPARATOR DN200 

(8") PN16Product code
FL1-03-
04295 

FL1-03-
04296 

FL1-03-
04297

FL1-03-
04298

FL1-03-
04299

FL1-03-
04300

FL1-03- 
04301

Size DN50/2" DN65/2.5" DN80/3" DN100/4” DN125/5" DN150/6" DN200/8"

Volume (L) 9 10 24 25 73 75 166

H (mm) 721 721 893 899 1145 1145 1487

W (mm) 350 350 470 475 635 635 775

Weight (Kg) 20 21 35 38 63 79 103

DN200 8”
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SECTION C-C

MATERIALS:6.
SHELL: 

ASTM A234 WPB (SEAMLESS PIPE)
ASTM A36 (STEEL PLATE)
ASME UW-13.2© (WELD PROCEDURE)

AAV: BRASS.
BLEED VALVE: BRASS.
DRAIN VALVE: BRASS.
INTERNAL FILTER: COPPER
VESSEL FINISH: POWDER COATED TO RAL5005 SIGNAL BLUE.7.
COMPLETE VESSEL INCLUDING FITTINGS TO FOLLOWING SPECIFICATION:-8.
MAX WORKING PRESSURE: 10 BAR.
MAX OPERATING TEMPERATURE: 99 C.
MIN OPERATING TEMPERATURE: 0 C.
EXTERNAL OPERATING TEMPERATURE: 3 - 40 C.

NOTES:
DESIGNED, MANUFACTURED & CERTIFIED BY EXCO 1.
INDUSTRIES LTD.
DRAWINGS CREATED FROM 3D MODELS SUPPLIED BY EXCO 2.
INDUSTRIES LTD.
PRODUCT MUST CONFORM TO THE REQUIREMENTS OF 3.
PRESSURE EQUIPMENT DIRECTIVE 2014/68/EU AND MUST BE 
DESIGNED AND MANUFACTURED ACCORDING TO SOUND 
ENGINEERING PRACTICE (ARTICLE 4 PARAGRAPH 3 AND 
TABLE 4 OF PED).
CONNECTION FLANGES MUST CONFORM TO EN1092 PN16.4.
FLANGES MUST BE SUPPLIED SUITABLY PROTECTED DURING 5.
TRANSIT.
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TOLERANCES & DIMENSIONS IN mm UNLESS OTHERWISE STATED

0.XX - ±0.1

0.X - ±0.2

ANGULAR ±0.1°

SHEET
MATERIAL

WEIGHT  grams (est.)

N/A

FINISH A3
NTS

DESCRIPTION

SCALE
SIZE0 - ±0.5N/A AIR & DIRT SEPARATOR DN80 (3") 
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SECTION C-C

MATERIALS:6.
SHELL: 

ASTM A234 WPB (SEAMLESS PIPE)
ASTM A36 (STEEL PLATE)
ASME UW-13.2© (WELD PROCEDURE)

AAV: BRASS.
BLEED VALVE: BRASS.
DRAIN VALVE: BRASS.
INTERNAL FILTER: COPPER
VESSEL FINISH: POWDER COATED TO RAL5005 SIGNAL BLUE.7.
COMPLETE VESSEL INCLUDING FITTINGS TO FOLLOWING SPECIFICATION:-8.
MAX WORKING PRESSURE: 10 BAR.
MAX OPERATING TEMPERATURE: 99 C.
MIN OPERATING TEMPERATURE: 0 C.
EXTERNAL OPERATING TEMPERATURE: 3 - 40 C.

NOTES:
DESIGNED, MANUFACTURED & CERTIFIED BY EXCO 1.
INDUSTRIES LTD.
DRAWINGS CREATED FROM 3D MODELS SUPPLIED BY EXCO 2.
INDUSTRIES LTD.
PRODUCT MUST CONFORM TO THE REQUIREMENTS OF 3.
PRESSURE EQUIPMENT DIRECTIVE 2014/68/EU AND MUST BE 
DESIGNED AND MANUFACTURED ACCORDING TO SOUND 
ENGINEERING PRACTICE (ARTICLE 4 PARAGRAPH 3 AND 
TABLE 4 OF PED).
CONNECTION FLANGES MUST CONFORM TO EN1092 PN16.4.
FLANGES MUST BE SUPPLIED SUITABLY PROTECTED DURING 5.
TRANSIT.
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TOLERANCES & DIMENSIONS IN mm UNLESS OTHERWISE STATED

0.XX - ±0.1

0.X - ±0.2

ANGULAR ±0.1°

SHEET
MATERIAL

WEIGHT  grams (est.)

N/A

FINISH A3
NTS

DESCRIPTION

SCALE
SIZE0 - ±0.5N/A AIR & DIRT SEPARATOR DN100 

(4") PN16

DN80 3”

DN100 4”
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SECTION C-C

MATERIALS:6.
SHELL: 

ASTM A234 WPB (SEAMLESS PIPE)
ASTM A36 (STEEL PLATE)
ASME UW-13.2© (WELD PROCEDURE)

AAV: BRASS.
BLEED VALVE: BRASS.
DRAIN VALVE: BRASS.
INTERNAL FILTER: COPPER
VESSEL FINISH: POWDER COATED TO RAL5005 SIGNAL BLUE.7.
COMPLETE VESSEL INCLUDING FITTINGS TO FOLLOWING SPECIFICATION:-8.
MAX WORKING PRESSURE: 10 BAR.
MAX OPERATING TEMPERATURE: 99 C.
MIN OPERATING TEMPERATURE: 0 C.
EXTERNAL OPERATING TEMPERATURE: 3 - 40 C.

NOTES:
DESIGNED, MANUFACTURED & CERTIFIED BY EXCO 1.
INDUSTRIES LTD.
DRAWINGS CREATED FROM 3D MODELS SUPPLIED BY EXCO 2.
INDUSTRIES LTD.
PRODUCT MUST CONFORM TO THE REQUIREMENTS OF 3.
PRESSURE EQUIPMENT DIRECTIVE 2014/68/EU AND MUST BE 
DESIGNED AND MANUFACTURED ACCORDING TO SOUND 
ENGINEERING PRACTICE (ARTICLE 4 PARAGRAPH 3 AND 
TABLE 4 OF PED).
CONNECTION FLANGES MUST CONFORM TO EN1092 PN16.4.
FLANGES MUST BE SUPPLIED SUITABLY PROTECTED DURING 5.
TRANSIT.
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SCALE
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SECTION C-C

MATERIALS:6.
SHELL: 

ASTM A234 WPB (SEAMLESS PIPE)
ASTM A36 (STEEL PLATE)
ASME UW-13.2© (WELD PROCEDURE)

AAV: BRASS.
BLEED VALVE: BRASS.
DRAIN VALVE: BRASS.
INTERNAL FILTER: COPPER
VESSEL FINISH: POWDER COATED TO RAL5005 SIGNAL BLUE.7.
COMPLETE VESSEL INCLUDING FITTINGS TO FOLLOWING SPECIFICATION:-8.
MAX WORKING PRESSURE: 10 BAR.
MAX OPERATING TEMPERATURE: 99 C.
MIN OPERATING TEMPERATURE: 0 C.
EXTERNAL OPERATING TEMPERATURE: 3 - 40 C.

NOTES:
DESIGNED, MANUFACTURED & CERTIFIED BY EXCO 1.
INDUSTRIES LTD.
DRAWINGS CREATED FROM 3D MODELS SUPPLIED BY EXCO 2.
INDUSTRIES LTD.
PRODUCT MUST CONFORM TO THE REQUIREMENTS OF 3.
PRESSURE EQUIPMENT DIRECTIVE 2014/68/EU AND MUST BE 
DESIGNED AND MANUFACTURED ACCORDING TO SOUND 
ENGINEERING PRACTICE (ARTICLE 4 PARAGRAPH 3 AND 
TABLE 4 OF PED).
CONNECTION FLANGES MUST CONFORM TO EN1092 PN16.4.
FLANGES MUST BE SUPPLIED SUITABLY PROTECTED DURING 5.
TRANSIT.
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TOLERANCES & DIMENSIONS IN mm UNLESS OTHERWISE STATED

0.XX - ±0.1

0.X - ±0.2

ANGULAR ±0.1°

SHEET
MATERIAL

WEIGHT  grams (est.)

N/A

FINISH A3
NTS

DESCRIPTION

SCALE
SIZE0 - ±0.5N/A AIR & DIRT SEPARATOR DN100 

(4") PN16

DN80 3”

DN100 4”
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SECTION B-B

MATERIALS:6.
SHELL: 

ASTM A234 WPB (SEAMLESS PIPE)
ASTM A36 (STEEL PLATE)
ASME UW-13.2© (WELD PROCEDURE)

AAV: BRASS.
BLEED VALVE: BRASS.
DRAIN VALVE: BRASS.
INTERNAL FILTER: COPPER
VESSEL FINISH: POWDER COATED TO RAL5005 SIGNAL BLUE.7.
COMPLETE VESSEL INCLUDING FITTINGS TO FOLLOWING SPECIFICATION:-8.
MAX WORKING PRESSURE: 10 BAR.
MAX OPERATING TEMPERATURE: 99 C.
MIN OPERATING TEMPERATURE: 0 C.
EXTERNAL OPERATING TEMPERATURE: 3 - 40 C.

NOTES:
DESIGNED, MANUFACTURED & CERTIFIED BY EXCO 1.
INDUSTRIES LTD.
DRAWINGS CREATED FROM 3D MODELS SUPPLIED BY EXCO 2.
INDUSTRIES LTD.
PRODUCT MUST CONFORM TO THE REQUIREMENTS OF 3.
PRESSURE EQUIPMENT DIRECTIVE 2014/68/EU AND MUST BE 
DESIGNED AND MANUFACTURED ACCORDING TO SOUND 
ENGINEERING PRACTICE (ARTICLE 4 PARAGRAPH 3 AND 
TABLE 4 OF PED).
CONNECTION FLANGES MUST CONFORM TO EN1092 PN16.4.
FLANGES MUST BE SUPPLIED SUITABLY PROTECTED DURING 5.
TRANSIT.
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SHEET
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WEIGHT  grams (est.)

N/A
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SECTION D-D

MATERIALS:6.
SHELL: 

ASTM A234 WPB (SEAMLESS PIPE)
ASTM A36 (STEEL PLATE)
ASME UW-13.2© (WELD PROCEDURE)

AAV: BRASS.
BLEED VALVE: BRASS.
DRAIN VALVE: BRASS.
INTERNAL FILTER: COPPER
VESSEL FINISH: POWDER COATED TO RAL5005 SIGNAL BLUE.7.
COMPLETE VESSEL INCLUDING FITTINGS TO FOLLOWING SPECIFICATION:-8.
MAX WORKING PRESSURE: 10 BAR.
MAX OPERATING TEMPERATURE: 99 C.
MIN OPERATING TEMPERATURE: 0 C.
EXTERNAL OPERATING TEMPERATURE: 3 - 40 C.

NOTES:
DESIGNED, MANUFACTURED & CERTIFIED BY EXCO 1.
INDUSTRIES LTD.
DRAWINGS CREATED FROM 3D MODELS SUPPLIED BY EXCO 2.
INDUSTRIES LTD.
PRODUCT MUST CONFORM TO THE REQUIREMENTS OF 3.
PRESSURE EQUIPMENT DIRECTIVE 2014/68/EU AND MUST BE 
DESIGNED AND MANUFACTURED ACCORDING TO SOUND 
ENGINEERING PRACTICE (ARTICLE 4 PARAGRAPH 3 AND 
TABLE 4 OF PED).
CONNECTION FLANGES MUST CONFORM TO EN1092 PN16.4.
FLANGES MUST BE SUPPLIED SUITABLY PROTECTED DURING 5.
TRANSIT.
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TOLERANCES & DIMENSIONS IN mm UNLESS OTHERWISE STATED

0.XX - ±0.1

0.X - ±0.2

ANGULAR ±0.1°

SHEET
MATERIAL

WEIGHT  grams (est.)

N/A
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NTS

DESCRIPTION

SCALE
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SECTION C-C

MATERIALS:6.
SHELL: 

ASTM A234 WPB (SEAMLESS PIPE)
ASTM A36 (STEEL PLATE)
ASME UW-13.2© (WELD PROCEDURE)

AAV: BRASS.
BLEED VALVE: BRASS.
DRAIN VALVE: BRASS.
INTERNAL FILTER: COPPER
VESSEL FINISH: POWDER COATED TO RAL5005 SIGNAL BLUE.7.
COMPLETE VESSEL INCLUDING FITTINGS TO FOLLOWING SPECIFICATION:-8.
MAX WORKING PRESSURE: 10 BAR.
MAX OPERATING TEMPERATURE: 99 C.
MIN OPERATING TEMPERATURE: 0 C.
EXTERNAL OPERATING TEMPERATURE: 3 - 40 C.

NOTES:
DESIGNED, MANUFACTURED & CERTIFIED BY EXCO 1.
INDUSTRIES LTD.
DRAWINGS CREATED FROM 3D MODELS SUPPLIED BY EXCO 2.
INDUSTRIES LTD.
PRODUCT MUST CONFORM TO THE REQUIREMENTS OF 3.
PRESSURE EQUIPMENT DIRECTIVE 2014/68/EU AND MUST BE 
DESIGNED AND MANUFACTURED ACCORDING TO SOUND 
ENGINEERING PRACTICE (ARTICLE 4 PARAGRAPH 3 AND 
TABLE 4 OF PED).
CONNECTION FLANGES MUST CONFORM TO EN1092 PN16.4.
FLANGES MUST BE SUPPLIED SUITABLY PROTECTED DURING 5.
TRANSIT.
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TOLERANCES & DIMENSIONS IN mm UNLESS OTHERWISE STATED

0.XX - ±0.1

0.X - ±0.2

ANGULAR ±0.1°

SHEET
MATERIAL

WEIGHT  grams (est.)

N/A

FINISH A3
NTS

DESCRIPTION

SCALE
SIZE0 - ±0.5N/A AIR & DIRT SEPARATOR DN200 

(8") PN16Product code
FL1-03-
04295 

FL1-03-
04296 

FL1-03-
04297

FL1-03-
04298

FL1-03-
04299

FL1-03-
04300

FL1-03- 
04301

Size DN50/2" DN65/2.5" DN80/3" DN100/4” DN125/5" DN150/6" DN200/8"

Volume (L) 9 10 24 25 73 75 166

H (mm) 721 721 893 899 1145 1145 1487

W (mm) 350 350 470 475 635 635 775

Weight (Kg) 20 21 35 38 63 79 103

DN200 8”
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SECTION C-C

MATERIALS:6.
SHELL: 

ASTM A234 WPB (SEAMLESS PIPE)
ASTM A36 (STEEL PLATE)
ASME UW-13.2© (WELD PROCEDURE)

AAV: BRASS.
BLEED VALVE: BRASS.
DRAIN VALVE: BRASS.
INTERNAL FILTER: COPPER
VESSEL FINISH: POWDER COATED TO RAL5005 SIGNAL BLUE.7.
COMPLETE VESSEL INCLUDING FITTINGS TO FOLLOWING SPECIFICATION:-8.
MAX WORKING PRESSURE: 10 BAR.
MAX OPERATING TEMPERATURE: 99 C.
MIN OPERATING TEMPERATURE: 0 C.
EXTERNAL OPERATING TEMPERATURE: 3 - 40 C.

NOTES:
DESIGNED, MANUFACTURED & CERTIFIED BY EXCO 1.
INDUSTRIES LTD.
DRAWINGS CREATED FROM 3D MODELS SUPPLIED BY EXCO 2.
INDUSTRIES LTD.
PRODUCT MUST CONFORM TO THE REQUIREMENTS OF 3.
PRESSURE EQUIPMENT DIRECTIVE 2014/68/EU AND MUST BE 
DESIGNED AND MANUFACTURED ACCORDING TO SOUND 
ENGINEERING PRACTICE (ARTICLE 4 PARAGRAPH 3 AND 
TABLE 4 OF PED).
CONNECTION FLANGES MUST CONFORM TO EN1092 PN16.4.
FLANGES MUST BE SUPPLIED SUITABLY PROTECTED DURING 5.
TRANSIT.
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0.X - ±0.2

ANGULAR ±0.1°
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Size DN50/2" DN65/2.5" DN80/3" DN100/4” DN125/5" DN150/6" DN200/8"

Volume (L) 9 10 24 25 73 75 166

H (mm) 721 721 893 899 1145 1145 1487

W (mm) 350 350 470 475 635 635 775

Weight (Kg) 20 21 35 38 63 79 103

DN200 8”
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